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IN THE CLAIMS; 



Please amend the claims as follows: 



(Cancelled) 



2. (Cancelled) 

3. (Cancelled) 

4. (Cancelled) 

5. (Currently Amended) A method of providing au tomated assistance in configuring 
customer premises equipment for communication with another network element, comprising 

automatically identifying at least one of a val^ vfrH 0 W A a ™K d protocol for 
configuration with the customer premises equipmen t without prompting a user for information 
that directly or indirectly identifies the at least one of the valid virt" al rfwmnri and the valid 
protocol: and 

aggiatin ft foe user in configuring the customer prem ises equipment for use with the 
identified at least one of the valid virtu al -rnannftl m$ the valid protocol; 

Tho method of Claim 1, w herein automatically identifying at least one of a valid virtual 
channel and a valid protocol for configuration with the customer premises equipment comprises: 

communicating over a virtual channel and toward a destination network element a 
probing configuration signal; 

. receiving over the virtual channel a response to the configuration signal; and 
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identifying as valid for configuration the at least one of the valid virtual channel and the 
valid protocol associated with the response; 

wherein communicating the probing con figuration sienal comprises communicating ^ 
nruralitv of probing configuration sip^als, ear^ siftnnl ass ociated with a different of 1fre at least 
one nf the valid virP ,ffll channel and the valid protocol. 

6. (Original) The method of Claim 5, wherein the probing configuration signal 
comprises an F5 Operations, Adininistration, and Maintenance loopback signal. 

7. (Original) The method of Claim 5, wherein the probing configuration signal 
comprises a signal having a self configuring protocol. 

8. (Original) The method of Claim 7, wherein the probing configuration signal 
comprises a Dynamic Host Configuration Protocol request, a Link Control Protocol 
Configuration Packet, or a Point-to-Point Over Ethernet (PPOE) PADI packet 

9. (Original) The method of Claim 8, wherein the protocol comprises an Internet 
over ATM protocol. 

10. (Original) The method of Claim 8, wherein the protocol comprises a Point-to- 
Point over Asynchronous Transfer Mode protocol or a Point-to-Point over Ethernet protocol. 
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11. (Original) The method of Claim 5, wherein communicating the probing 
configuration signal comprises communicating the probing configuration signal over a plurality 
of virtual channels. 

12. (Original) The method of Claim 11, wherein communicating the probing 
configuration signal over a plurality of virtual channels comprises communicating the signal over 
a first plurality of virtual channels that are likely to return a response. 

13. (Original) The method of Claim 5, wherein ' communicating the probing 
configuration signal comprises: 

communicating the signal over a first virtual channel; and 

communicating the signal over a second virtual channel before a time out value 
associated with the signal communicated over the first virtual channels expires. 

14. (Original) The method of Claim 5, wherein communicating the probing 
configuration signal comprises: 

communicating a first probing communication signal over a virtual channel; and 
communicating a second probing configuration signal over the same virtual channel 
before a time out value associated with the first probing configuration signal expires. 

15. (Cancelled) 
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16. (Original) The method of Claim 5, wherein communicating the probing 
configuration signal comprises communicating a plurality of probing configuration signals 
approximately simultaneously. 

17. (Original) The method of Claim 16, wherein communicating a plurality of 
probing configuration signals approximately simultaneously comprises: 

spawning a plurality of threads, each thread operable to process signals associated with at 
. least one virtual channel; 

communicating a probing configuration signal over a plurality of virtual channels; and 
monitoring the probing configuration signal associated with each virtual channel using a 
separate thread. 

18. (Original) The method of Claim 16, wherein communicating a plurality of 
probing configuration signals approximately simultaneously comprises communicating a 
plurality of probing signals approximately back-to-back over at least one virtual channel. 

19. (Cancelled) 

20. (Cancelled) 

21 . (Currently Amended) A method of p roviding automated assistance in configuring 
^irfn^m- poises e quipment for ty nrtrrmnicat ion with another network element, etpmppsjrjg: 
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automatically identifying at least one of a valid virtual channel and a valid protocol for 
configuration with the customer premises equipment by The mothod of Claim l y further 
comprising: communicating a first d iagnostic signal associated w ith a first of a plurality of valid 
virtual chann els and the valid protocols toward a destination network element; and 

determining connectivity of a network layer based on whether a response to the 
diagnostic signal is receive d: and 

when a response is not received, communicating a second diagnostic signal associated 
with a second of the plurality of virtual channels and protocols , 

22. (Original) The method of Claim 21, wherein the diagnostic signal comprises a 
Protocol Internet Groper ("PING") signal operable to test an Internet Protocol layer of the 
network. 

23, (Original) The method of Claim 21, wherein the diagnostic signal comprises a 
domain name server resolution request signal operable to test a Transmission Protocol layer of 
the network- 

24- (Original) The method of Claim 21, wherein the diagnostic signal comprises a 
Hypertext Transmission Protocol request signal operable to test an Application layer of the 
network. 

' 25, (Original) The method of Claim 21, further comprising reporting on the 
connectivity of a network layer based on whether a response to the diagnostic signal is received, 

6o/20 

PAGE 8/22 * RCVD AT 4/1 1/2005 2:45:46 PM [Eastern Daylight Time] * SVR:USPTO-EFXRF-1/8 * DNIS:8729306 * CSID:4077366440 ■ DURATION <mm-ss):0742 



APR. 11. 2005 2:50PM 407-736-6440- NO. 0492 P. 9 

ATTORNEY DOCKET NO. PATENT APP. SERIAL NO. 

020533.0197 (2001P20554US) 09/712,017 



26. (Currently Amended) The method of Claim 4-2L wherein the customer premises 
equipment comprises a modem. 

27. (Cancelled) 

28. (Cancelled) 

29. (Cancelled) 

30. (Cancelled) 

31. (Currently Amended) A computer t <H" V 1ft medium operable to execute the 
following BteP« on a processor of a computer; 

fli ^mftticallv identifyin g at least one of a valid virtual channel and a valid protocol for 
configuration with the customer premises eq u ipment bvTh o computer readabl e medium of Claim 
27, u-hcroin gut o mationlly irirnti fi j""C "» ™" nf " Tfirnin 1 nhi m ncl and a v nl id protoool for 
oonfigumtion with the customer premioco cquipmont oompri sasr 

communicating over a plurality of virtual channels and toward a destination network 
• element a probing configuration signal; 

receiving over fe ea valid virtual channel a response to the configuration signal; and 

identifying as valid for configuration the at least one of the valid virtual channel and the 
valid protocol associated with the response. 
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32. (Original) The computer readable medium of Claim 31, wherein the probing 
configuration signal comprises an F5 Operations, Administration, and Maintenance loopback 
signal, 

33. (Original) The computer readable medium of Claim 31, wherein the probing 



34. (Cancelled) 

35. (Original) The computer readable medium of Claim 31, wherein communicating 
the prpbing configuration signal over a plurality of virtual channels comprises communicating 
the signal over plurality of virtual channels likely to return a response. 

36. (Original) The computer readable medium of Claim 31, wherein communicating 
the probing configuration signal comprises: 

communicating the signal over a first virtual channel; and 

communicating the signal over a second virtual channel before a time out value 
associated with the signal communicated over the first virtual channels expires. 



37. (Original) The computer readable medium of Claim 31, wherein communicating 
the probing configuration signal comprises: 

communicating a first probing communication signal over a virtual channel; and 
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communicating a second probing configuration signal over the same virtual channel 
before a time out value associated with the first probing configuration signal expires. 



38. (Original) The computer readable medium of Claim 31, wherein communicating 
the probing configuration signal comprises communicating over a virtual channel a plurality of 
probing configuration signals, each signal associated with a different protocol 

39. (Original) The computer readable medium of Claim 31, wherein communicating 
the probing configuration signal comprises communicating a plurality of probing configuration 
signals approximately simultaneously. 

40. (Original) The computer readable medium of Claim 39, wherein communicating 
aplurality of probing configuration signals approximately simultaneously comprises: 

spawning a plurality of threads, each thread operable to process signals associated with at 

least one virtual channel; 

communicating a probing configuration signal over a plurality of virtual channels; and 
monitoring the probing configuration signal associated with each virtual channel using a 

separate thread 

41 . (Original) The computer readable medium of Claim 39, wherein communicating 
a plurality of probing configuration signals approximately simultaneously comprise? 
communicating a plurality of probing signals approximately back-to-back over at least one 
virtual channel. 
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42. (Cancelled) 

. 43. (Cancelled) 

44. (Cancelled) 

45. (Cancelled) 

46. (Cancelled) 

47. (Cancelled) 

48. (Cancelled) 

. 49. (Cancelled) . 

50. (Cancelled) 

51. (Cancelled) 

52. (Cancelled) 
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53. (Cancelled) 

54. (Cancelled) 

55. (Cancelled) 

56. (Cancelled) 

57. (Cancelled) 

58. (Cancelled) 

59. (Cancelled) 

60. (Cancelled) 

61. (Currently Amended) An apparatus operable to provide automated assistance in 
r^Tiffffnrinf r customer pre mises equipment the apparatus comprising 

q ^ffoimr ^ manager n^erable to autom ftfoUy tfentifv at least one of a valid virtual 
d^n nel and a valid protocol for configura tion with me customer premises equipment without 
pt™r.r.tfo fr n user for mform atio n t frflt ^ jractlv or indirectly identifies the at least one of the valid 
virtual channel and the valid protocol: and 
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a memory accessible to the configuration manage r and operable to store an identifier of 
the at least one of the valid v^ ffl ll fttT flf™ el ^ ft* rrotocol based on a response to a 
probing confi guration si«fllftl; and 

wherein the configuration m tma pex crnnnraes a configurator operable to initiate 
p/tmrniinfc ption of the probing confi py™^ "'P 1 ™ 1 nver a YfrtWl ^hqnnel and toward a 
HenfrMdifin network element to receive a response to the configuration signal, and to identify as 
valid for configuration the at least one of the vali d virtual channel and the valid protocol 
associated with the response: and 

The apparatus of Claim -^-wherein the configurator is operable to communicate over a 
virtual channel a packet, comprising a plurality of probing configuration signals, each signal 
associated with a different protocol. 

(Cancelled) 

(Cancelled) 

(Cancelled) 

65. (Cancelled) 

66. (Cancelled) 

67. (Cancelled) 
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68, (Currently Amended) A method of providing automated assistance in configuring 
customer premises equipment, comprising: 

communicating over a virtual channel and toward a destination network element a 
probing configuration signal, the probing signal operable to identify at least one of a valid virtual 
channel and a valid protocol without retrieving an identification of the at least one of the valid 
virtual channel and the valid protocol from a memory storing that information; 

receiving over the virtual channel a response to the configuration signal; and 

identifying as valid for configuration the at least one of the virtual channel and the valid 
protocol associated with the response; • 

wherein comm npi^ti^ff fhe probing configurati *™ «iff™l comprises communicating the 
probing configuration sig nal over a plurality of vi rtual r*iflirne1ft flpp^^atelv simultaneously. 

69. (Original) The method of Claim 68, wherein the probing configuration signal 
comprises a signal selected from the group consisting of an F5 Operations, Administration, and 
Maintenance loopback signal, a Dynamic Host Configuration Protocol request, a Link Control 
Protocol Configuration Packet, or a Point-to-Point Over Ethernet (PPOE) PADI packet 

70. (Cancelled) 

71, (Currently Amended) The method of Claim wherein communicating a 
plurality of probing configuration signals approximately simultaneously comprises: 
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spawning a plurality of threads, each thread operable to process signals associated with at 

least one virtual channel; 

communicating a probing configuration signal over a plurality of virtual channels; and 
monitoring the probing configuration signal associated with each virtual channel using a 

separate thread. 

72. (Currently Amended) The method of Claim (£70, wherein communicating a 
plurality of probing configuration signals approximately simultaneously comprises 
communicating a plurality of probing signals approximately back-to-back over at least one 
virtual channel. 

73. (Original) The method of Claim 68, wherein communicating the probing 
configuration signal comprises: 

communicating the signal over a first virtual channel; and 

communicating the signal over a second virtual channel before a time out value 
associated with the signal communicated over the first virtual channels expires. 

74. (Original) The method of Claim 68, wherein communicating the probing 
configuration signal comprises: 

communicating a first probing communication signal over a virtual channel; and 
communicating a second probing configuration signal over the same virtual channel 
before a time out value associated with the first probing configuration signal expires. 
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75. (Previously Presented) The method of Claim 68, further comprising: 
displaying the at least one of the valid virtual channel and the valid protocol to a user, 
receiving the user's selection of the at least one of the valid virtual channel and the-valid 

protocol; and 

configuring the customer premises equipment for operation using the selected at least one 
of the valid virtual channel and the valid protocol. 

76. (Previously Presented) The method of Claim 68, further comprising 
automatically configuring the customer premises equipment for operation using the at least one 
of the valid virtual channel and the valid protocol. 

77. (Original) The method of Claim 68, further comprising: 
communicating a diagnostic signal toward a destination network element; and 
determining connectivity of a network layer based on whether a response to the 

diagnostic signal is received. 

78. (Original) The method of Claim 77, wherein the diagnostic signal comprises a 
signal selected from the group consisting of a Protocol Internet Groper ("PING") signal, a 
domain name server resolution request signal, and a Hypertext Transmission Protocol request 
signal. 

79. (Original) The method of Claim 77, further comprising reporting on the 
connectivity of a network layer based on whether a response to the diagnostic signal is received. 
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80. (Cancelled) 

81. (Cancelled) 

82. (Cancelled) 
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